EAGLEI— % SUNTECH

ROOFING PRODUCTS

SolarBlend™ tiles integrate into
an Eagle concrete tile roof.

The most beautiful roof top solar system available.

System Benefits Sales and Support Features

® 25 Year power warranty * The most advanced building integrated photovoltaic solution available

e Class A fire rated system installation * Free installation training for contractors, electricians and solar integrators
* No grounding required * Significant energy savings and environmental benefits for home and

¢ Beautifully and unobtrusively integrates with concrete tile building owners

* Designed to help prevent leaks

* Provides quiet, safe and reliable power generation



SolarBlend™ Roofing Tiles

— Water channel
diverts water to help
prevent leaks

* 50 Watt DC STC

* Polycrystalline silicon cells

* Class A fire rated with 2 layers
30 Ib felt and 2 layers Elk
Versashield FB2S

* 1" Hail stone at 50 mph

* 200 lbs/square foot snow load

* Polycarbonate, corrosion free plastic

Polycarbonate frame
means no gmund wire is
necessary

Tempered glass for
strength and durability

SolarBlend roofing tiles are available in brown, gray and terracotta.

* Lightweight and easy to install
* Tiles can be walked on
* No grounding required

* Balance of systems:
Inverter & AC/DC Disconnect
Homerun and jumper cables
Roof penetration flashing
Required documentation

Free Internet Monitoring

Monitoring the performance of the

Eagle Solar Roof is vital. Standard

monitoring for residences is free for 10
years. The monitoring system provides

energy output graphs that illustrate the

success of the system.

(Internet access not included.)

How much can I save every month?*

Monthly electric bill

Monthly electricity use
Solar system size required to remove
top most expensive tiers

Monthly electricity production
from solar system

Monthly electricity consumption
from utility

New monthly electric bill

Monthly savings

$238.14

956 kWh AC
5.3 kW DC
662 kWh AC
294 kWh AC
$34.71

$203.43 (85%)

*This is a California residential example. Other areas may see different results

SolarBlend™ Technical Specifications

SolarBlend™ Roofing Tiles

50 Watt Panel

Product description:

High efficiency crystalline Photovoltaic cells
encapsulated in multi-layered lamination of
glass, EVA, Tedlar and polycarbonate plastic.

Colors available:

Gray, Terracotta & Brown

Industry Leading Solar Module Manufacturer

SolarBlend™ solar roofing tiles are provided by Suntech, the largest manufacturer

of photovoltaic modules in the world. Suntech is a financially stable company
(NYSE: STP) that backs the performance of SolarBlend™ modules with a 25

year power output warranty. With 700 employees responsible for quality

assurance, Suntech's product quality meets the highest international standards.

Suntech also supports a research and development team that is in the vanguard

of the development of new solar technologies.

Eagle Provides Support to Help Achieve Success

* On-site technical support to ensure successful installations

* Paper work processing of applicable state and utility rebates

* Full permit packages including electrical line diagrams and roof layouts

* Financing options are available

* Authorized installer training is available at several locations across the country
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Installation Weight: 325 Ibs. per 100 sq. ft.

Applications: New construction and retrofit; residential and
commercial sloped roofs

Actual Size: 17" x 47" x 1.25"

Exposed Size: 13.5" x 46" x 1.25"

Weight: 14 Ibs.

Connector Type: Multi contact M/F

Roofing Info.: Head lap: 3.5 in. Exposure: 13.5 in.

Area per kWp (AC): 100 sq. ft.

Max. Power at STC (Pmax): 50 watts DC

Output Tolerance: +/- 5%

Max. Power Current (Imp):  7.36 A

Max. Power Voltage (Vmp): 6.8 V dc

Short Circuit Current (Isc): ~ 7.95 A

Open Circuit Voltage (Voc): 8.6V

Bypass Diode: 1 per tile

Max. System Voltage: 600V dc

Operating Temperature: -40 1o +85° C

Cal temponntune thocTy, 7€+ C

Temp Coefficient of Pmax: ~ 0.255 W/C

CEC Listing:

Gray: STP050D-5/ZCB, Brown: STP050D-
5/ZCF, Terracotta: STP050D-5/ZCG

STC: Irradiance 1000 W/m2, Module temperature 25°C, AM=1.5

Contact Eagle for a quote today at solar@eagleroofing.com.



